447967-B21 - HP ProLiant BL685c G5 Server series Specifications

	Processor, operating system and memory

	Processor type
	AMD Opteron™ processor Model 8354 2.2 GHz

	Processor speed
	2.2 GHz

	Number of processors
	2 processors

	Processor upgrade
	Upgradeable to quad (4) processors

	Processor core available
	Quad

	Internal cache
	512 KB Level 2 cache memory; 2 MB Level 3 cache memory

	Chipset
	nVidia CK8-04, IO-04

	Standard memory
	8 GB (4 x 2 GB) Standard Memory

	Maximum memory
	128 GB

	Memory
	PC2-5300 DDR2 Registered DIMMs at 667 MHz

	Memory slots
	16 DIMM slots


	Internal drives

	Internal drives
	No hard disk drive in standard configuration

	Hard disk drive speed
	Not applicable

	Storage controller
	Smart Array E200i Controller with 64MB (optional battery-backed write cache)

	Expansion slots
	Three I/O expansion mezzanine slots (All x8 PCI Express)


	System features

	Form factor
	Up to 4 full-height blades supported in the HP BladeSystem c3000 Enclosure; Up to 8 full-height blades supported in HP BladeSystem c7000 Enclosure

	Chipset
	nVidia CK8-04, IO-04

	Network interface
	Four (4) embedded NIC ports, plus one (1) additional management NIC port consisting of: One (1) embedded NC326i Dual Port Gigabit Server Adapter; Two (2) embedded NC373i Multifunction Gigabit Server Adapters with TCP/IP Offload Engine for Microsoft Windows; One (1) additional 10/100 NIC dedicated to iLO 2 Management

	Expansion slots
	Three I/O expansion mezzanine slots (All x8 PCI Express)

	Compatible operating systems
	Microsoft® Windows® Server 2008; Microsoft® Windows® Server 2003 R2; Microsoft® Windows® Compute Cluster Server 2003; Red Hat Enterprise Linux; SUSE Linux Enterprise Server; Oracle Enterprise Linux (OEL); Sun Solaris for x64/x86-based Systems; VMware; Citrix XenServer

	Product dimensions (W x D x H)
	2.19 x 50.95 x 36.63 cm

	Product weight
	10.3 kg

	Compliance industry standards
	ACPI 2.0 Compliant; PCI 2.2 Compliant; WOL Support; Microsoft® Logo certifications; USB 2.0 Support

	Security management
	Power-on password; Administrator's password; Integrated Lights-Out 2 has 12 customizable user accounts and SSL encryption; Integrated Lights-Out 2 can be disabled via a Global Setting

	Fibre channel features
	Yes


